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CHAPTER 4
UTI LI TI ES
4-1. Ceneral. UWilities nmust be provided as necessary to support recrea-

tion facilities and the needs of the public. Appropriate alignment and
location is very inportant for aesthetics, costs, and nanagenent reasons.
Accurate visitation data are extrenely inportant in the design of al
utility Systens. Design for new projects should be based on anticipated or
projected visitation. Area renovation should be based on actual historica
visitation figures. In the design of utility systens enphasis will be

pl aced on the costs of installing, operating, and maintaining the systens.
These systens nust neet all Federal, State, and local criteria and standards
for health and safety. Utilities such as power and tel ephone lines, water,
gas, and sewer nmins, which occupy or cross road right-of-way, should be
considered in location and design of the road. Normally, all utility lines
shoul d be pl aced underground unl ess cost or special conditions make such an
installation prohibitive. Underground utilities should be |ocated outside
the roadway to avoid any disturbance to traffic during utility maintenance
activities. Underground alignnents can be traced by the placenent of
netallic tape in the utility trench. Electric and tel ephone |lines may be
placed in a common trench. Water and sanitary |ines should be placed in
separate trenches from power and tel ephone I|ines.

4-2. Power. \Were feasible, all electric power |ines should be placed
underground inside recreation areas. Lines between use areas and lines from
site boundaries to use areas can be placed above ground only if they do not
interfere with safety, naintenance, or aesthetics. Overhead lines should

not be placed where they beconme a safety hazard to sailboats and are not to
be pl aced over access roads to boat |aunchings ranps or parking lots. Over-
head powerlines should be aligned behind forest cover out of view where
feasible. C earances are to be thoroughly checked in accordance with

NFPA- 70, ANSI C2 and ER 1110-2-4401.

a. Private power utilities serving the facility are to be contacted at
t he concept stage to assure power is available in the vicinity and that
utility connection charges are included in cost estinmates.

b. Electricity may be provided to canpsites and fees charged in accord-
ance with ER 1130-2-404. Electrical hookups at canpsites should be pl aced
on the drivers side, at the rear of the parking pad. G ound-fault circuit
interrupters (GFCl) are to be installed in accordance with NFPA-70. The
main switch is to be | ocated above the flood control elevation

C. Exterior Lighting. Vandal resistant exterior lighting is to be
provi ded where appropriate for the safety and security of the visitor
Exterior lights should be controlled with photoelectric cells or tinmed
swi t ches.

d. Sol ar Powered Lighting. Where econonically feasible, and for safety

and security, solar panel powered |ighting should be considered where util -
ity power is not available or utility line installation is too expensive.
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4-3. Tel ephone Service. Public pay tel ephone service should be provided
where appropriate for visitor safety and security.

4-4. \WAter Supply Systenms. WAter systens serving recreation areas are sim
ilar in sone respects to rural comunity systems. As a rule they are rather
conpact, have branching type distribution piping, and nust respond to w dely
varying water use rates which nay be affected by many vari abl es incl udi ng:

- State and/or local regulations
- Location

- Type of facilities provided

- Visitation

- Visitor use

- Seasonal requirenents

- Day of the week

- Special events

- lrrigation requirements

- Weat her conditions

a. Cor ps CGui dance. Table 4-1 provides estimted use rates for deter-
m ning water supply needs for facilities at various recreation areas.

b. Peak Water Use. Peak water use rates suitable for design purposes
may be determ ned by consideration of particular facilities to be provided
together with an estimate of the maxi mum expected visitation. Detailed
gui dance is provided in EM 1110-2-503.

C. Wat er Sources. Potable water will be used in all supply systemns.
Muni ci pal water systens will be utilized whenever feasible. The second nost
desirable source for a recreation area is wells. |In the event of conpeting
sources ot her than nunicipal systems, the source chosen should be based on
capitalized cost and not nerely initial cost. |If the systemrequires chlor-
i nation special attention nust be nade to ensure safe working conditions for
enpl oyees (Use of hypochlorinators is the preferred nethod).

d. Water Storage. The quantity of water storage is dependent upon
amount and reliability of water source and variation in use. Operating
| evel of water storage and distribution |line size should be such that a mn-
i mum pressure of 30 to 40 p.s.i. exists at each building requiring flush
val ves. The location of water storage tanks, hydropneumatic tank, stand-
pi pes, or el evated storage tanks should be such that they do not detract
fromthe aesthetics of the area.
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WATER SUPPLY REQUIREMENTS
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The following values should be used to determine water supply needs for the
various types of areas. Accurate visitation projections are required.

DAY USE
Picnic~—comfort station
Overlook-—comfort station
Boat Launching Ramp—-comfort station
Bathhouse

OVERNIGHT
Camping--washhouse
Camping~-washhouse w/washing machine
Camping--showerhouse
Camping--comfort station
Camping—-—non-waterborne toilets
Groupcamp-—washhouse

SANITARY DUMP STATION
Campground

Boat

10

25

30

25

10

25

10

10

gped*
gpcd
gpcd

gpecd

gped
gped
gped
gped
gped

gped

gal/hr/fixture

gal/hr/fixture

*ppcd=gallons per capita per day; based upon standard flush fixtures and
standard showerheads. Where State design quantity standards are higher than
the Government's, the State's quantities shall take precedence.

References— EM 1110-2-501.
- EM 1110-2-503.

- WES TR EL-85-1.
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e. Canpground Service. Health standards need to be strictly observed.
A frost-free spigot is recommended in areas that will be used during coo
weat her periods to avoid freezing. Frost-free antisiphon equipnent with
adequat e drai nage shoul d be selected which will not allow contam nation from
ground water near the surface to enter the water line. |If a water supply
system needs to be winterized, | ow point gravity flow drain |lines and force
air connections will be provided. Feeder lines to individual canpsites
shoul d carry a maxi num pressure of 40 p.s.i. pressure reducer. This reduc-
tion will provide adequate water pressure wi thout damagi ng the water |ines
in recreation vehicles.

f. Fire Protection Requirenents. EM 1110-2-503 provides criteria for
determining fire flow requirements. Generally, structures addressed in this
chapter shall be constructed in accordance with NFPA, the Uniform Buil ding
Code, or local building codes, whichever are the npst stringent.

g. Hot Water Service. Witer heaters in washhouses may be gas, either
natural or liquid propane (LP), or solar powered if nore cost effective than
electricity.

4-5. Sewage and WAastewater Systems. Sanitary waste disposal and/or treat-
ment is one of the nost crucial aspects of park devel opnent. Adequate

di sposal and/or treatnment of all waste is a necessity and park devel opnent
and expansi on cannot proceed w thout these facilities. Al designs for
sewage di sposal or wastewater treatnent systens shall be in conpliance with
all State and local requirenents.

a. Sewage Di sposal. The npbst desirable nmethod is to tie into a nunici-
pal system where feasible. This should be done even if initial costs are
somewhat hi gher than ot her disposal systens, as the system may prove econom
ical on a capitalized cost basis. Were nmunicipal waste treatnment systens
are not available, and on-site treatnent and disposal are required, |and
treat ment shoul d be evaluated as an alternative to any positive discharge
treatment system A life cycle cost analysis should be used to evaluate
di sposal systemcosts. |f sewage | agoons are used they should be fenced and
out of sight. |If this is not possible, a buffer of plant materials should
be provided to screen the | agoon fromthe view of visitors. Care should be
taken to locate all treatnment systens down-wind fromthe recreation conpl ex.

b. Vault, Pit, Sand Filter, and Waterl ess Conposting Systens. |If per-
mtted by State and | ocal health standards, these systens may be used if
visitation is too lowto justify connecting to a central systemor it is
i mpractical or not recomrended to connect.

C. Speci fic Guidance. EM 1110-2-501 part 2 provides sewage quantities
for use in the design of sewage and wastewater disposal systens. The design
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and specification for sewage di sposal systens is site specific. The

sel ected system nmust be cost effective and neet all required state and | oca
standards. Accurate visitation projections are required to determ ne sewage
treat nent needs.

4-6. Sanitary Dunp Station. The sanitary dunp station is necessary to pro-
vide for the dumping and cl eani ng of canpers’ sewage hol ding tanks in a
designated area. The dunp station should include washdown facilities. The
dunp station should be | ocated above the fl ood pool or be water tight to
prevent flotation caused by flooding; be visually screened from public view,
and, if feasible, allow connection to the canpground sanitary system \When
this is not possible a storage vault will be provided at the site. One
station should be provided for each 100 sites or fraction thereof. \Where
boats have hol ding tanks a marine sanitary punp-out station should be pro-
vided in the vicinity of marinas or boat |aunch areas as required for health
and safety. These stations should be accessible to boats while they are in
the water. The design should consider the ease and access of punping out

t he hol di ng tanks of such facilities. Potable drinking water hose bibbs
shoul d be provided in the vicinity of the dunp station to allow fresh water
supply for canper units.




